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Current rating:5A AC,DC
Voltage rating:250V AC,DC
Temperature range:-40°C~+105°C
Contact resistance:10mΩ Max.
Insulation resistance:1000MΩ Min.
Withstanding voltage:1500V AC/minute
Material:Nylon 66,UL94V-0

MODEL NO.

TITLE:

SHEET:ECN NO. DATEREV APPRO.DESCRIPTION CHANGE UNLESS OTHERWISE NOTED
GENERAL TOLERANCE

Angle 

±0.35

±0.30

±2°

±0.20

X.X

X.XX

X.XXX

3.85

30.85
33.85
36.85

27.85

18.85
21.85
24.85

15.85

6.85
9.85
12.85

27.00
30.00
33.00

24.00

15.00
18.00
21.00

12.00

6.00
9.00

10

24
22
20

12

18
16
14

-----
3.00

02

08
06
04

PIN NO.
BA

Dimensions

Circuit 2

Circuit 1

Last Circuit

Circuit 2
Circuit 1

Last Circuit

Circuit 2
Circuit 1

3.00±0.10

3.00±0.10

A±0.20

3.
00
±0

.1
0

6.
96
±0

.2
5

3.
00
±0

.1
0

6.
96
±0

.2
5

3.
00
±0

.1
0

6.
96
±0

.2
5

7.
65
±0

.3
5

B±0.35

14
.1

0±
±0

.3
5

3.85±0.306.85±0.35

14
.1

0±
0.

35

6.90±0.35

02P06P~24P 04P

Satron Electronics Ltd.

S30002-RX-XX

Product
 R:Receptacle Housing

Row Type
1 Single Row
2 Dual Row

Series No.

S30002 - RX -XX

Contact No. 
(02-12) Single Row (02-14) Daul Row




